
TYPE "B"

TYPE "A"

2% MIN. SLOPE

6" PVC ASTM D3034,
SDR 35 OR AWWA C900

APPROVED

1' MAX.
FINISH GRADE ELEVATION

2% MIN. SLOPE

FINISH GRADE ELEVATION

APPROVED COUPLING

SIDE SEWER

6" PVC ASTM D3034,
SDR 35 OR AWWA C900

1' MAX.

7'

S
E

E
 N

O
TE

 2

45 DEG MAX.
35 DEG MIN.
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NOTES

PVC SEWER MAIN
(SEE NOTE 3)

PVC SEWER MAIN
(SEE NOTE 3)

TRAFFIC BOX & LID

(IF APPLICABLE)

FOGTIGHT B10 

(IF APPLICABLE)
R/W PROPERTY LINE 

FOGTIGHT B10 
TRAFFIC BOX & LID

1. PVC SIDE SEWER CONNECTIONS TO
NEW MAINS SHALL BE FACTORY TEES.

2. TYPE A SHALL BE USED ONLY WHEN
MAIN DEPTH EXCEEDS 15 FEET AND
AS APPROVED BY THE CITY.

3. CLEAN-OUTS IN PAVED AREAS
REQUIRE A CAST IRON LOCKING RING
AND COVER. SEE STANDARD PLAN 6-3
FOR CLEAN-OUTS.

4. SIDE SEWERS SHALL BE TESTED IN
ACCORDANCE WITH THE CURRENT
WSDOT STANDARD SPECIFICATIONS.


